**WINDSHIELD SIDE GLASS AND GASKET**

That fits **GRUMMAN/MORGAN OLSON BODY**

---

**WINDSHIELD GASKET & TOOLS**

- **R-1025** - Windshield Gasket in 50 ft rolls. Requires filler bead number R-1029.
- **R-1025-P** - Windshield gasket per foot.

- **R-1029** - Filler Bead for R-1025 in 50 foot rolls.

- **37-333** - One piece self-locking windshield weatherstrip, 50 ft. roll.

---

**WINDSHIELD SIDE GLASS & WEATHERSTRIP - LEFT or RIGHT SIDE**

<table>
<thead>
<tr>
<th>Make</th>
<th>Model</th>
<th>Year</th>
<th>Side Glass</th>
<th>Glass Dim:</th>
<th>*Truck Height</th>
<th>Weatherstrip</th>
<th>Weatherstrip Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>All</td>
<td>Route Mate</td>
<td>1989-current</td>
<td>35-357</td>
<td>28&quot; x 13.19&quot;</td>
<td>72&quot;</td>
<td>35-405</td>
<td>73.62&quot;</td>
</tr>
<tr>
<td>Chevrolet</td>
<td>Kurbmaster</td>
<td>1970-1997</td>
<td>35-357</td>
<td>28&quot; x 13.19&quot;</td>
<td>72&quot;</td>
<td>35-405</td>
<td>73.62&quot;</td>
</tr>
<tr>
<td>Chevrolet</td>
<td>Route Star</td>
<td>1998-current</td>
<td>35-377</td>
<td>32.44&quot; x 13.77&quot;</td>
<td>72&quot;</td>
<td>35-457</td>
<td>82&quot;</td>
</tr>
<tr>
<td>Ford</td>
<td>Kurbmaster</td>
<td>1970-1997</td>
<td>35-362</td>
<td>28&quot; x 15.25&quot;</td>
<td>80&quot;</td>
<td>35-412</td>
<td>76.59&quot;</td>
</tr>
<tr>
<td>Ford</td>
<td>Route Star</td>
<td>1998-current</td>
<td>35-372</td>
<td>32.44&quot; x 16.02&quot;</td>
<td>80&quot;</td>
<td>35-413</td>
<td>78.06&quot;</td>
</tr>
<tr>
<td>Freightliner</td>
<td>Route Star</td>
<td>1998-current</td>
<td>35-367</td>
<td>32.44&quot; x 18.09&quot;</td>
<td>80&quot;</td>
<td>35-447</td>
<td>90.06&quot;</td>
</tr>
<tr>
<td>Filler Bead</td>
<td>for all Weatherslip</td>
<td></td>
<td>35-368</td>
<td>32.44&quot; x 18.07&quot;</td>
<td>84&quot;</td>
<td>35-448</td>
<td>90.57&quot;</td>
</tr>
</tbody>
</table>

**DOORLESS WINDSHIELD SIDE GLASS & WEATHERSTRIP - LEFT SIDE ONLY**

<table>
<thead>
<tr>
<th>Make</th>
<th>Model</th>
<th>Year</th>
<th>Side Glass</th>
<th>Glass Dim:</th>
<th>*Truck Height</th>
<th>Weatherstrip</th>
<th>Weatherstrip Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>Chevrolet</td>
<td>Kurbmaster</td>
<td>1979-1997</td>
<td>NLA</td>
<td>28&quot; x 17.31&quot;</td>
<td>72&quot;</td>
<td>35-410</td>
<td>81.87&quot;</td>
</tr>
<tr>
<td>Chevrolet</td>
<td>Route Star</td>
<td></td>
<td>NLA</td>
<td>28&quot; x 17.33&quot;</td>
<td>80&quot;</td>
<td>35-411</td>
<td>83&quot;</td>
</tr>
<tr>
<td>Chevrolet</td>
<td>Route Star</td>
<td></td>
<td>35-392</td>
<td>28&quot; x 17.72&quot;</td>
<td>84&quot;</td>
<td>35-415</td>
<td>84&quot;</td>
</tr>
<tr>
<td>Ford</td>
<td>Kurbmaster</td>
<td>1979-1997</td>
<td>NLA</td>
<td>28&quot; x 19.43&quot;</td>
<td>72&quot;</td>
<td>35-420</td>
<td>86.50&quot;</td>
</tr>
<tr>
<td>Ford</td>
<td>Kurbmaster</td>
<td></td>
<td>NLA</td>
<td>28&quot; x 19.62&quot;</td>
<td>80&quot;</td>
<td>35-419</td>
<td>86.31&quot;</td>
</tr>
</tbody>
</table>

Filler Bead for all Weatherstrip (filler bead is not included with weatherstrip and must be ordered separately) R-1029/50ft

*Truck Height is measured by the interior height of the truck - determined by the distance from floor to ceiling.

NLA - No Longer Available

---

**SLIDING WINDOW INSTALLATION HARDWARE**

- **2774-0613** - Monobolt Window Mounting Rivet 3/16" dia, 5/16" grip range, 100 pcs. per package
- **M-39000** - Hand Riveter Sets up to 3/16" Rivets
- **35-215** - Window Channel Felt 7/8" wide (25 foot roll)
- **35-212** - Sealant tape for weatherproofing 1/4" x 1/2" x 40'

---

All manufacturers’ names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
### Windows that fit GRUMMAN/MORGAN OLSON

1 - Fits Opening 30"H x 35"W

- Replace your Existing Sliding Window

- Overall frame size: 31-1/4"H x 36-1/4"W

<table>
<thead>
<tr>
<th>1A</th>
<th>37-345</th>
<th>LH Sliding side window</th>
</tr>
</thead>
<tbody>
<tr>
<td>1B</td>
<td>37-346</td>
<td>RH Sliding side window</td>
</tr>
<tr>
<td>1C</td>
<td>38-290</td>
<td>Factory Latch, Mounting Holes: 2-1/2&quot; C-C</td>
</tr>
<tr>
<td>1D</td>
<td>2774-0613P</td>
<td>3/16&quot; Monobolt Rivet to mount window, each</td>
</tr>
</tbody>
</table>

2 - Fits Opening 19-3/4"H x 26-7/8"W

3 - Fits Opening 20-5/8"H x 26-7/8"W

#### Sliding Glass

<table>
<thead>
<tr>
<th>2L</th>
<th>37-113</th>
<th>Replacement sliding glass</th>
</tr>
</thead>
<tbody>
<tr>
<td>2R</td>
<td>37-112</td>
<td>Replacement stationary glass</td>
</tr>
</tbody>
</table>

#### Stationary Glass

<table>
<thead>
<tr>
<th>3L</th>
<th>37-115</th>
<th>Replacement sliding glass</th>
</tr>
</thead>
<tbody>
<tr>
<td>3R</td>
<td>37-114</td>
<td>Replacement stationary glass</td>
</tr>
</tbody>
</table>

### Windows that fit UNION CITY BODY

4 - Fits Opening 27-3/8"H x 29-1/4"W

- Replace your Existing Sliding Window

- Overall frame size: 26-21/32"H x 29-1/4"W

<table>
<thead>
<tr>
<th>4A</th>
<th>37-176</th>
<th>LH or RH sliding window for UCBC 1980 - present. Replaces OEM# 27329376 and 27329377</th>
</tr>
</thead>
<tbody>
<tr>
<td>4B</td>
<td>38-287</td>
<td>Window latch &amp; keeper assy, 37-285 &amp; 37-286</td>
</tr>
<tr>
<td>4C</td>
<td>38-286</td>
<td>Window latch keeper only, 3&quot;L</td>
</tr>
<tr>
<td>4D</td>
<td>38-285</td>
<td>Window Latch only. Hole Dim: 2.5&quot; center to center</td>
</tr>
<tr>
<td>4E</td>
<td>35-135</td>
<td>Weatherstrip for sliding window. Continuous loop, holds window in frame. Fits cutout with 1/8&quot; or less material thickness around window</td>
</tr>
<tr>
<td>4F</td>
<td>37-597</td>
<td>Weatherstrip for sliding window. Continuous loop, holds window in frame for 37-176 window only</td>
</tr>
<tr>
<td>4G</td>
<td>35-135</td>
<td>Weatherstrip for sliding window. Continuous loop, holds window in frame for 37-176 window only</td>
</tr>
<tr>
<td>4H</td>
<td>37-598</td>
<td>12.5&quot; Gasket with filler bead, same as 37-597 but only 12.5 foot.</td>
</tr>
</tbody>
</table>

5 - Fits Opening 27-3/8"H x 29-1/4"W

- Passenger Side

<table>
<thead>
<tr>
<th>5A</th>
<th>38-287</th>
<th>Window latch &amp; keeper assembly</th>
</tr>
</thead>
<tbody>
<tr>
<td>5B</td>
<td>38-286</td>
<td>Window latch keeper only, 3&quot;L</td>
</tr>
<tr>
<td>5C</td>
<td>38-285</td>
<td>Window Latch only. Hole Dim: 2.5&quot; center to center</td>
</tr>
</tbody>
</table>

6 - Fits Opening 26-1/4"H x 26-5/8"W

#### Window Latches fit Both Windows

- LH or RH sliding window for UCBC Classic

- Weatherstrip for sliding window. Continuous loop, holds window in frame for 37-176 window only


#### Driver's Side

- LH or RH sliding window for UCBC Classic

- Weatherstrip for sliding window. Continuous loop, holds window in frame for 37-176 window only

#### Passenger Side

- LH or RH sliding window for UCBC Classic

- Weatherstrip for sliding window. Continuous loop, holds window in frame for 37-176 window only

#### Stationary Glass

| 5G | 35-135 | Weatherstrip for sliding window. Continuous loop, holds window in frame for 37-176 window only |

#### Weatherstrip for Sliding Window

| 6A | 37-140 | Weatherstrip for sliding window. Continuous loop, holds window in frame for 37-176 window only |

**All manufacturers’ names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.**

**Note:** The image includes diagrams and labels for window latches, accessories, and installation hardware. The diagrams illustrate the installation process and highlight specific parts necessary for replacement. The text provides detailed specifications and installation instructions for the different window configurations.
## WINDOWS that fit UTILIMASTER

### 7 - Fits Window Opening 29-1/4"H x 32"W

- **LH Sliding side window**
- **RH Sliding side window**
- **Window Latch, 4" tall, Mounting Holes: 2-7/8"**
- **3/16" Monobolt Rivet to mount window, each**

Overall Frame Size: 30-1/2" x 33-1/2"

### 8 - Fits Window Opening 24-3/4"H x 26-5/8"W

- **Left Sliding window, replaces roll up window**
- **Right Sliding window, replaces roll up window**
- **Window latch keeper only, 3"L**
- **3/16" Monobolt Rivet to mount window, each**

### 9 - Fits Window Opening 30"H x 31-7/8"W

- **LH Sliding window, Replaces Utilimaster roll up window with regulator**
- **Window latch keeper only, 3"L**
- **Window latch, Hole Dim: 1-7/8" center to center**
- **3/16" Monobolt Rivet to mount window, each**

### WINDOW SEALANT TAPE AND CHANNEL FELT

- **1/4" x 1/2" x 40' Window Sealant Tape. Peel and stick. Used around window before riveting into place. Keeps out moisture and other elements.**
- **Window Channel Felt, 25' Roll. Fold into channel and shape along creases. Also used in vertical position between sliding and fixed window. No glue required.**

### Window Regulators

- **35-212**
  - 1/4" x 1/2" x 40' Window Sealant Tape

- **35-215**
  - Window Channel Felt, 25' Roll.
REPLACEMENT WINDOW REGULATORS

that fit GRUMMAN/MORGAN OLSON

Chain regulators have been discontinued, see sliding windows on page 100.

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>Year</th>
</tr>
</thead>
<tbody>
<tr>
<td>38-300</td>
<td>Regulator Only</td>
<td></td>
</tr>
<tr>
<td>38-302</td>
<td>Channel Only</td>
<td></td>
</tr>
<tr>
<td>38-303</td>
<td>Mounting Screw</td>
<td></td>
</tr>
<tr>
<td>38-306</td>
<td>Window Guide</td>
<td></td>
</tr>
<tr>
<td>38-175</td>
<td>Handle &amp; Screw</td>
<td></td>
</tr>
<tr>
<td>101-0263-P</td>
<td>Channel Tape, 2 ft. x 1-1/2&quot;</td>
<td></td>
</tr>
</tbody>
</table>

Left

38-675   Left Window regulator ........... '99 - on
38-677   Right Window regulator ........... '99 - on
38-110   Glass channel for 31" door ........... '99 - on
38-111   Glass channel for 35" door ........... '99 - on

M-2565
10-32 Screw for Inner Door Panel On Grumman Sliding Doors (sold each)

The triangular crank type regulator is no longer available.

REGULATORS that fit UTILIMASTER

38-645 Left Regulator with square shaft
(Use Crank handle 38-175)

38-633 Left Regulator with square shaft
(Use Crank handle 38-175)

38-634 Right Regulator with square shaft
(Use Crank handle 38-175)

REGULATOR ACCESSORIES WINDOW CRANK HANDLES

38-108 - Splined Window Crank Handle with short shaft
(screw included)

38-107 - High Profile Crank Handle
Reduces possibility of door not latching in open position. Eliminates window regulator shaft bending when handle hits "B" Post. Used with chain style regulators.

38-175 - Window Crank Handle
Includes screw, 3/8" square shaft
Length: 4-1/8"

38-270 - Single sided window channel.
Pile lined, rubber covered, stainless steel bead. 96" long

38-280 Unbeaded Black Window Channel, Steel reinforced, 96"L

Tape for Glass in Lower Channel
101-0263-P .....3/64" x 1-1/2" x 2'
101-0263 ........3/64" x 1-1/2" x 100'
101-0264 ........5/64" x 1-1/2" x 100'

REGULATORS that fit UNION CITY BODY

38-100 - Right Window Regulator
38-101 - Left Window Regulator
38-302 - Channel Only
38-175 - Handle and Screw

See our Sliding Windows on pages 100-101

Made of 1/4" tempered glass. Tempered glass is several times stronger than regular glass; when broke it shatters into small pieces to reduce hazard.

All manufacturers' names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
**SIDE & REAR DOOR WEATHERSTRIP that fits UTILIMASTER**

35-111
Side door forward weatherstrip. Order in 8 foot increments only. Priced per foot

35-112
Side door forward weatherstrip. Order in 7 foot increments only. Priced per foot

34-150
Rear Gasket, 3/8" H x 5/8" W. Fits double & quad *rear swing-out doors*. 50 foot length.

**SIDE & REAR DOOR WEATHERSTRIP that fits GRUMMAN/MORGAN OLSON**

35-101
Side door forward weatherstrip, enough for one door, 95" length

35-102
Side door forward weatherstrip, 1/2"W x 11/16"H with ridges on top.

35-103
Side door forward weatherstrip, enough for one door, 1/2"W x 11/16"H. Smooth on top

35-105
Side door rear deflector rubber, enough for one door. 3/4" base with 1-3/8" seal

35-106
Rear Door Weatherstrip for hinged doors. Sold in 10 ft sections only.

35-107
Side door rear deflector rubber, enough for one door. 11/16" base with 1/2" seal

**SIDE & REAR DOOR WEATHERSTRIP that fits UNION CITY BODY**

35-109
Side door forward weatherstrip. Order in 7 foot increments only. Priced per foot

35-104
Side door forward weatherstrip, enough for one door

AV-4675 - 50ft
AV-16390 - 15ft
Side or Rear door flange weatherstrip

35-116
Front "A" Post Weatherstrip, 10 ft. Enough for one door

35-133
Side door weatherstrip 8' L x 3/4" H x 1" W.

35-133
Side door weatherstrip 8’ L x 3/4” H x 1” W.

35-210
Retainer for Forward weatherstrip (Angled on bottom for door)

35-211
Retainer for Forward weatherstrip (Straight)

AV-16390 - 15ft
Side or Rear door flange weatherstrip

3M-8001

M-1417 Metal edge guard, 50' roll

M-40222P
Aluminum Rivet for mounting weatherstrip (50 pcs.)

All manufacturers’ names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
### REPLACEMENT SIDE DOOR HANDLES

**SIDE DOOR HANDLES**
Mounting holes measure 4-13/16" C to C top to bottom and 1-13/16" C to C side to side.

Both cylinders are interchangeable with handles 1, 3 & 4. Cylinder #1 requires a key to lock. Cylinder #2 can be pushed in without the key. To make changing a cylinder easier, use tool (23). These cylinder use keys 24 & 25.

### Cylinders, Keys & Accessories

<table>
<thead>
<tr>
<th>Loc.</th>
<th>Part No.</th>
<th>Shaft Size</th>
<th>Locking</th>
<th>Finish</th>
<th>Comments</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>K-4001</td>
<td>5/16&quot; x 3-3/4&quot;</td>
<td>✓</td>
<td>✓</td>
<td>OE on Grumman</td>
</tr>
<tr>
<td>1</td>
<td>K-4001-X</td>
<td>3/8&quot; x 3-3/4&quot;</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>1</td>
<td>K-4001-XX</td>
<td>3/8&quot; x 3-15/16&quot;</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>1</td>
<td>K-4001-S</td>
<td>3/8&quot; x 2-3/4&quot;</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>1</td>
<td>K-4001-XS</td>
<td>3/8&quot; x 3-15/16&quot;</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>K-4003</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>K-4003-X</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>K-4003-XX</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>K-4001-B</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>25-150</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td>OE on Utilimaster</td>
</tr>
<tr>
<td>4</td>
<td>K-4022-XX</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td>Web Style Handle</td>
</tr>
<tr>
<td>4</td>
<td>K-4223-XX</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td>Web Style Handle</td>
</tr>
<tr>
<td>4</td>
<td>K-4224-XX</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td>Web Style Handle</td>
</tr>
<tr>
<td>4</td>
<td>K-4225-XX</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
<td>Web Style Handle</td>
</tr>
</tbody>
</table>

**OE on Grumman Morgan Olson Only**

**Handles with Round Tongue Cylinders**

- 5...MH-44............ Locking Chrome Grip Style Handle. 3/8" x 1-15/16" shaft (less cylinder)
- 6...25-140 .......... Locking Black Web Style Handle 3/8" x 1-15/16" shaft (less cylinder)

Call us if your key codes do not match the ones shown for this round tongue cylinder. Other keys with lower numbers are now available special order.

**3/8" Square shaft handles will fit inside latch K4000 or K4002. See page 106.**

### KASON

- **Key Required to Lock**
- **No Key Req. to Lock**

### SIDE DOOR HANDLE MOUNTING HARDWARE

- **Stainless Steel Phillips Oval Head Screws**
  - M-1556 - 2-1/2" x 1/4"-20 (100 pcs)
  - M-1556-P - 2-1/2" x 1/4"-20 (one piece)
  - 98-010 - 3" x 1/4"-20 (100 pcs)
  - 98-011 - 3" x 1/4"-20 (one piece)

All manufacturers’ names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
SIDE DOOR HANDLES

8...25-960 ............ Locking Side Door Handle. Use w/ LH and RH inside door latches shown on page 106
9...M-1414 ............ Outside Paddle Handle Assembly w/ cylinder hole. Order C-320 cylinder separately. For inside latches see page 106
10...25-125 ............ Locking "L" Handle, 5/16" x 3" shaft. Mount Holes: 1-1/2' C to C
    Uses #10 mount screw, see page 111
11...25-126 ............ Non-Locking "L" Handle, 5/16" x 3" shaft. Mount Holes: 1-1/2' C to C
    Uses #10 mount screw, see page 111
12...25-116 ............ Locking "L" Handle, 5/16" x 4" shaft. Mount Holes: 1-1/2' C to C
    Uses #10 mount screw, see page 111
13...25-117 ............ Non-Locking "L" Handle, 5/16" x 4" shaft. Mount Holes: 1-1/2'
    Uses #10 mount screw, see page 111
28...C-320 ............ Cylinder only, for M-1414 handle

RETROFIT DOOR HANDLE AND LATCH HARDWARE KIT that fits ROUTE STAR

Mill Supply’s replacement hardware kit will replace your entire original handle and latching mechanism. The original latching hardware is obsolete. Our complete kit includes: an exterior Kason handle and interior latch, reinforcement plate, striker, spacers, bolts and instructions. Installation time is approx. 1-1/2 hours per door.

New Style

- New Style Locking Door Handle with plate.
- Eliminates the need for a separate door cylinder. Plug included

Old Style

Rotary type latch and interior handle shown damaged and worn.

Original exterior handle, interior latch & strike are no longer available

REPLACEMENT
800-888-5072 • MillSupply.com
All manufacturers’ names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
INSIDE SIDE DOOR HARDWARE

SIDE DOOR HANDLE MOUNTING HARDWARE

M-1606 - 1/4" Nylon Lock Nut (100 pcs)
M-1606-P - 1/4" Nylon Lock Nut (one piece)

Stainless Steel Phillips Oval Head Screws

M-1556 - 2-1/2" x 1/4"-20 (100 pcs)
M-1556-P - 2-1/2" x 1/4"-20 (one piece)
98-010 - 3" x 1/4"-20 (100 pcs)
98-011 - 3" x 1/4"-20 (one piece)

SIDE DOOR HARDWARE

All new latches use a 3/8" square shaft. If your original inside latch used a 5/16" square shaft, you will have to convert the inside latch and the exterior handle to 3/8". Exterior side door handles are shown on pages 104 - 105.

All manufacturers' names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.

Latches & Accessories

2. K-4000 LH Latch (use with 25-960 previous page)
3. 25-971 RH Latch (use with 25-960 previous page)
4. 25-973 LH Latch (use with 25-960 previous page)
5. 25-130 Non Locking chrome plated inside door handle. Fits all 5/16" square shanks.
6. 25-120 Non Locking 5/16" x 4" shaft w/ 1-1/2" mounting centers. Flush mount doesn't require extra drilling at shaft to mount. Uses #10 screw.
7. 5696.5 Universal Sliding Door Latch with 5/16" square shaft hole for handle shank. Body Dim: 4-1/8" x 2" with overall width of 3-3/4". Has equal length latching arms. Mounting holes: 1-3/8" C-C wide x 3-5/8" C-C top to bottom.

Strikes & Accessories

10. 206U-L LH latch. Dim: 4-3/8" L x 5" W x 3/4" D (shown)
10. 206U-R RH latch. Dim: 4-3/8" L x 5" W x 3/4" D (shown)
11. B-2395AA Door Check
12. 2015-545 Pillar cylinder and key for 206U latches. Cut shaft to length
13. M-1415 RH inside latch, used with handle M1414, see previous page
14. M-1416 LH inside latch, used with handle M1414, see previous page

Number on page: 106
Sliding Side Door Hardware

Upper Tracks

29-810 - LH Upper door track
29-811 - RH Upper door track

Tracks used on pre-1980 vehicles

123694-1 - 2" Diameter Roller, bolt, nut & washer, assembled.

SK-6023-RA - 2" Diameter Roller, bolt, nut, washer and bushing, assembled.

29-800 - Upper Track 84" long (must be cut to length)

Lower Wear Strips & Guide Castings

29-101 - Wear strip, 40" L, rivets to bottom edge of aluminum door
29-102 - Wear strip 24-1/2"L, rivets to bottom edge of aluminum door

Popular on Grumman/Morgan Olson

M-40220-P - Aluminum pop rivet for wearstrips (50 pcs). Used with 29-101 and 29-102

ST-34 - 1/4" Stud for upper door track

Hanger Assemblies

See page 110-111 for bulk head door hardware.

Vehicle Application Chart

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Length</th>
<th>Width</th>
<th>Grumman Olson</th>
<th>Union City Body</th>
<th>Utilimaster</th>
<th>Supreme Body</th>
</tr>
</thead>
<tbody>
<tr>
<td>29-3614</td>
<td>36&quot;</td>
<td>1/4&quot; wide</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
</tr>
<tr>
<td>29-3612</td>
<td>36&quot;</td>
<td>1/2&quot; wide</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
</tr>
<tr>
<td>29-3634</td>
<td>36&quot;</td>
<td>3/4&quot; wide</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
</tr>
<tr>
<td>29-40114</td>
<td>40&quot;</td>
<td>1-1/4&quot; wide</td>
<td></td>
<td>X</td>
<td>X</td>
<td>X</td>
</tr>
</tbody>
</table>

29-120 - Lower door guide aluminum extrusion. 41-1/2" length. Fits Utilimaster

29-121 - LH Cast Aluminum Lower Door Guide
29-122 - RH Cast Aluminum Lower Door Guide

29-126 - Lower door guide for 29-127 Door Guide (Fits Utilimaster)

29-127 - Poly door guide for 29-128, 60" length.

29-128 - 60" Aluminum Retainer for 29-127 Door Guide (Fits Utilimaster)

29-129 - 35-3/4" L x 1-3/4" W x 11/16" H
29-121 - LH Cast Aluminum Lower Door Guide
29-122 - RH Cast Aluminum Lower Door Guide

29-125 - Nylon Lower Door Guide.

51-1/2" L x 2" W x 11/16".

Must be cut to length. Can be used to replace 29-121 or 29-122.

29-41175 - Left or Right Side door hanger that fits UCBC. 37-1/2"L x 1-3/4".

29-4936 - Left or Right Side Door Hanger that fits '96-current Route Star, 36-1/2" length. Includes brush seal.

29-4904 - Door Hanger, single sided for aluminum doors. 36-1/2" length.

NEW

29-4940 - Side Door Hanger with brush seal, for Morgan Olson. 40-3/16" length.

All manufacturers' names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
REAR DOOR HANDLES

Hole spacing: 5-7/16” top to bottom, 2-1/8” side to side.

Handles 1-3 fit these Center Mechanisms

Hole spacing: 2-3/8” C to C

Handles 1, 2 & 4 use 21 & 22 cylinders, see below

Black Grain Texture
Fits Morgan Olson only

Cut shaft to desired length if too long.

Bolts & Nuts
1/4”-20 are used for 4 hole mount plates
15...97-443-P.........1/4”-20 x 1”L oval head screw
16...M-1606-P.........1/4”-20 nylon lock nut

10-24 are used for 2 hole mount plates
17...AV-13480-P....10-24 Aluminum nutsert
18...97-431-P.........10-24 x 1/2” oval SS screw

Cylinders, Keys & Accessories

Key Required to Lock
No Key Req. to Lock

Both cylinders are interchangeable with handles 1, 2 & 4. Cylinder 21 requires a key to lock. Cylinder 22 can be pushed in without the key. To make changing a cylinder easier, use tool (23). These cylinders use keys 24 & 25.
REAR DOOR HANDLES

1....25-118............. Locking handle, 5/16" x 4" shaft. 1-3/4" mounting centers
Rotation: 90° clockwise, not flush mount

2....25-119............. Non-locking handle, 5/16" x 4" shaft. 1-3/4" mounting centers
Rotation: 90° clockwise, not flush mount

3....25-125............. Locking handle, 5/16" x 3" shaft. 1-1/2" mtg. centers, not flush

4....25-126............. Non-locking handle, 5/16" x 3" shaft. 1-1/2" mtg. centers, not flush

5....25-116............. Locking handle, 5/16" x 4" shaft. 1-1/2" mtg. centers, not flush

6....25-117............. Non-locking handle, 5/16" x 4" shaft. 1-1/2" mtg. centers, not flush

7....25-120............. Non-locking handle, 5/16" x 4" shaft. 1-1/2" mounting centers,
Flush mount design doesn’t require drilling at shaft to mount.

8....25-121............. Locking T handle, 5/16" x 4" shaft. 1-1/2" mtg. centers, not flush

9....25-122............. Non-locking T handle, 5/16" x 4" shaft. 1-1/2" mtg. centers, flush

10....25-962......... Locking handle, 5/16" x 3" shaft. 1-1/2" mounting centers. Fits on rear doors of Utilimaster and Union City Body stepvans.
Used with side door handle 25-960, page 105. Not flush mount

Blind Mount Handles

11....25-164......... Locking handle, 5/16" x 2" shaft. 1-1/2" mtg. centers, not flush.

11....25-113.......... Non-locking handle, 5/16" x 2" shaft. 1-1/2" mtg. centers, not flush.

12....25-073......... Locking handle, zinc die cast, black textured finish, not flush
Overall Dim: 7.45" L x 1.8" W x 1.9" H
Mount Plate Dim: 3" x 1.8"
Mounting Centers: 2.25"
Shaft Length: 3"

13....25-077......... Locking handle, zinc die cast, black textured finish, flush mount
Overall Dim: 8" L x 1.8" W x 2.6" H
Mount Plate Dim: 5.9" x 1.8"
Mount holes: 5-3/8" C-C top to bottom; 1-1/4" C-C side to side
Shaft Length: 1-1/2"

14....114COR......... Center mechanism with override. Used with cables
Popular on Grumman/Morgan Olson

INSIDE REAR DOOR HANDLES

INSIDE RELEASE HANDLE
25-115 - Accepts a 5/16" shaft
Iron handle with Kasonized finish.

INSIDE RELEASE HANDLE
25-130 - Accepts a 5/16" shaft
Heavy duty chrome plated.

25-175 - Latch Cam with set screw. Fits 5/16" square shaft.
Overall length: 2-3/4".

SECURITY LOCK & HASP

Keeps swing doors secure!

SL-100 - Zinc plated security lock, shielded
- Cylindrical lock provides maximum protection.
- Hasp shields the cylinder, providing extra security
- Heavy-duty zinc-plated steel lock. Zinc-plated & black powder coated hasp.
- Includes all mounting fasteners.
- Lock & hasp sold separately.

SLH-100 - Zinc plated hasp for security lock
- Heavy-duty steel hasp for security lock.

SLH-100.

Brass Tag, 19 gauge, easy to stamp
29-295 - 1-3/8" Brass Key Tag, 100 pcs
29-296 - 1-3/8" Brass Key Tag, sold each
29-299 - 1-1/4" Key Ring, sold each
REAR DOOR LATCHES

**SLAM LATCH**

- **K167A** Complete Assembly less strikes
- **M-1367** Upper Strike Plate (not included with assy)
- **K-167-B** Tapered Latch Bolt 3-1/2” x 2-3/4” base
- **K-167-R** 27-3/8” Rod (2)
- **K-167-BK** Brackets for Rods
- **K-167-S** Strike 3” x 2.75” with 2” x 1.5” hole mount centers (not included with assembly)
- **29-639** Strike 4” x 3.375” with 3” x 2.185” hole mount centers Used on Utilimaster (not included with assembly)
- **K-167-B** Tapered Latch Bolt 3-1/2” x 2-3/4” base
- **565698-CZR** RH Center Mech. zinc, 2” x 3-3/8”
- **565698-CZL** LH Center Mech. zinc, 2” x 3-3/8”
- **K-167-BK** Brackets for Rods
- **29-639** Strike 4” x 3.375” with 3” x 2.185” hole mount centers Used on Utilimaster (not included with assembly)
- **565698-BOZ** 2” x 2-5/8” with 9/16” Offset Latch Bolt, zinc

**SLAM LATCH W/ OVERRIDE**

- **121BO** Offset Bolt 3” x 2-1/16” base
- **VCC-96** 96° Cable (cut to fit)
- **114COR** Center Mech. with override release handle
- **121BO** Offset Bolt 3” x 2-1/16” base with 9/16” offset
REAR DOOR LATCHES

110-AOO ..... Assembly with 2 offset bolts
110-AFF ..... Assembly with 2 flush bolts
110-AFO ..... Assembly 1 offset & 1 flush bolt

110-BF
Flush Latch Bolt
3" x 2-1/8" base

110-ROD
Rod (3/8"x 36")

110-C
Center Mechanism
(2-1/2" x 6-1/4")
w/o spring return

110-BO
Offset Latch Bolt
3" x 2-1/4" base
with 1/2" offset

K160A Complete Assembly as shown

K-160-R
Rod (2)
33-3/8" long

K-160-C
Center Mechanism
6" x 2-1/2"
(not spring loaded)
(For spring loaded use K-167-C)

K-167-S
Strike 3" x 2.75" with 2x 1.5" hole
mount centers (not included with assembly)

K-167-BK
Rod Brackets (4)

K-167-BK
Rod Brackets (4)

SPRING LOADED SLAM LATCH

114-AOO... Assembly with 2 offset bolts
114-AFF.... Assembly with 2 flush bolts
114-AFO... Assembly 1 offset & 1 flush bolt

114-BF
Flush Latch Bolt
3" x 2-1/16" base

114-ROD
3/8" x 36" Rod

114-BO
Offset Latch Bolt
3" x 2-1/16" base,
1/2" offset

FINGER PULL LATCHES

24-366
Rod or Chain Pull. Tapered
for snug fit with bolt hole on bottom.
2" x 6-3/8"

24-362
Extended Finger Pull
Same as 24-360 except with
1/2" round x 30" steel rod finger pull.

24-360
Short Finger Pull. Kasonized steel
finish with
1/2" round x 2"
steel rod finger pull. Tapered for snug fit.

24-368
Same as 24-366 except finger
pull type. 2" x 6-1/4" overall length.

24-364
Offset Bolt, Spring loaded.
Zinc finish. Accepts 1/4" rod/hook. Has 9/16" offset. Fits on
back door of Newer Utilimaster

MOUNTING HARDWARE FOR REAR DOOR HANDLES & LATCHES

<table>
<thead>
<tr>
<th>Part No</th>
<th>Size</th>
<th>Unit pkg</th>
</tr>
</thead>
<tbody>
<tr>
<td>97-431-P</td>
<td>10-24 x 1/2&quot; Phillips SS Screw</td>
<td>..............1</td>
</tr>
<tr>
<td>97-431</td>
<td>10-24 x 1/2&quot; Phillips SS Screw</td>
<td>.............100</td>
</tr>
<tr>
<td>97-432</td>
<td>10-24 x 3/4&quot; Phillips SS Screw</td>
<td>.............50</td>
</tr>
<tr>
<td>97-433-P</td>
<td>10-24 x 1&quot; Phillips SS Screw</td>
<td>..............1</td>
</tr>
<tr>
<td>97-433</td>
<td>10-24 x 1&quot; Phillips SS Screw</td>
<td>..............50</td>
</tr>
<tr>
<td>97-438-P</td>
<td>10-32 x 1&quot; Phillips SS Screw</td>
<td>..............1</td>
</tr>
<tr>
<td>97-438</td>
<td>10-32 x 1&quot; Phillips SS Screw</td>
<td>..............50</td>
</tr>
<tr>
<td>AV-13480</td>
<td>10-24 Aluminum Nutsert, box</td>
<td>............50</td>
</tr>
<tr>
<td>AV-13480-P</td>
<td>10-24 Aluminum Nutsert, each</td>
<td>............1</td>
</tr>
<tr>
<td>97-694</td>
<td>10-24 Kep Nut with Lock Washer</td>
<td>......100</td>
</tr>
<tr>
<td>97-695</td>
<td>10-32 Kep Nut with Lock Washer</td>
<td>......100</td>
</tr>
<tr>
<td>AV-729</td>
<td>10-32 Standard Hex Nut</td>
<td>..........100</td>
</tr>
<tr>
<td>AV-730</td>
<td>10-24 Standard Hex Nut</td>
<td>..........100</td>
</tr>
<tr>
<td>AV-11331</td>
<td>10-32 T-Nut</td>
<td>.............50</td>
</tr>
<tr>
<td>AV-11331-P</td>
<td>10-32 T-Nut</td>
<td>..........1</td>
</tr>
</tbody>
</table>

Machine Screw, 25 pcs/box

Stainless Steel Screws
with Phillips Head for Mounting Handles

Oval Head Phillips Recess Standard
Hex Nut

Mount Centers:
1-1/8"C-C & 1-1/8"C-C
1-1/8" spring loaded
tapered tongue

All manufacturers' names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
HARDWARE that fits UTILIMASTER QUAD DOORS

REPLACEMENT STRIKES

29-636 Upper rear center strike, 7"H x 6"W.
29-638 Upper rear outer door strike, 7"H x 3"W.
29-639 Lower Strike 4"x 3.375" with 3"x 2.185" hole mount centers. OEM for all lower strikes
29-661 - Oversize Lower ‘outer’ rear door strike w/ single hole. 6" W x 3.5" D

REPLACEMENT KITS

K167A Complete Assembly
less strikes
K-167-B Tapered
Latch Bolt
3-1/2"x2-3/4" base
K-167-C Center
Mechanism
K-167-R 27-3/8" Rod (2)
K-167-BK Brackets for Rods

SHAF FOR INSIDE RELEASE HANDLE

25-128 Shaft for inside release handle on quad bifold doors. Used with K167C Center

25-115 - Inside release handle
Accepts a 5/16" shaft. Iron handle with Kasonized finish.

24-364 Offset Bolt, Spring loaded. Zinc finish. Accepts 1/4" rod/hook. Has 9/16" offset. Fits on back door of Newer Utilimaster

99-240 - 5/16" x 1" Carriage Bolt, 100 pcs
99-242 - 5/16" x 2-1/2" Carriage Bolt, 100 pcs

NEW 29-337 Inner rear door hinge with gusset on quad back door of Utilimaster. Now with Square holes

NEW 29-333 Outer rear door hinge with gusset on quad back door of Utilimaster. Now with Square holes

ALL MANUFACTURERS' NAMES, NUMBERS, AND DESCRIPTIONS ARE USED FOR REFERENCE PURPOSES ONLY. IT IS NOT IMPLIED THAT ANY PART LISTED IS THE PRODUCT OF THE ORIGINAL MANUFACTURERS OR APPROVED BY ANY OF THESE MANUFACTURERS.
DOOR HINGES

ALL HINGES ARE MEASURED FROM CENTER OF PIN TO END OF HINGE

1/2" Diameter Pin

Popular on
Union City Body

29-322 - 12" Aluminum Flush Hinge
3/16" Thickness

Popular on
Union City Body

29-331 - 10-1/8" Aluminum Flush Hinge

Hinges that fit UCBC & Utilimaster

Steel Hinge

7212-36288
Steel Pin
(74" door)

M-447
Steel Corner Bracket (74" door)

Hinge Strap not available

CONTINUOUS ALUMINUM HINGE

29-300 - 2" X 72" Flush Continuous Aluminum Hinge

29-324 - 68-1/2" L Offset Continuous Aluminum Hinge. Popular on Grumman/Morgan Olson.

1/2" Diameter Pin

29-320 - 14" Aluminum Hinge with grease fitting. Includes gussets for extra support (shown). Now has square holes. Fits Quad and Double doors.

29-316 - 14" Hinge same as 29-320 but without gussets

STOP CARRIAGE BOLTS FROM SPINNING when mounted on rear doors. Ribs stop bolt from turning while tightening nut on other side. Threaded all the way to the rib. Popular on UCBC and Utilimaster with hinges shown above. Can be used for other applications as well.

99-215 - 5-16" x 1" Rib Neck Carriage Bolt, 100 pcs.

99-230 - 5-16" x 2-1/2" Rib Neck Carriage Bolt, 50 pcs.

97-605 - 5/16" Kep nut, 1 pcs.
REPLACEMENT DOOR HARDWARE

POSITIVE DOOR HOLDER

- 30-720 Positive Door Holder Set with 3-7/8" overall projection
- 30-719 Male Part Only with 3-7/8" overall projection
- 30-718 Female Part Only
- 30-730 Heavy-Duty zinc plated positive door holder set with 4-1/8" overall projection. Incorporates a flat hook retaining spring which prevents the hook from accidentally slipping out of the keeper.

RUBBER SOCKET DOOR HOLDER

Rubber socket with black plastic plunger. A steel plate is inserted in the rubber socket for extra strength and is threaded for 5/16"-18 bolt. 30-741 has a stainless steel cover over the rubber socket. Sockets measure 1-1/2" dia x 1-1/2" tall.

- 30-740 standard assembly
- 30-741 with stainless steel cover over rubber socket
- 30-742 2-1/4" Spacer for Plunger. Extends plunger from door. Plunger not included. (sold each)

SPRING ACTION DOOR HOLDER

with GREASE FITTING


Receiver Dimensions
1-1/4"W x 4"L x 1-3/16"H
3-1/4" c. to c. screw holes

Hook Base Dimensions
1-1/4" L x 7/32" W
1-5/8" c. to c. screw holes

NYLON SOCKET DOOR HOLDER

Door Holder with Nylon Insert

- Part No. Overall length with nylon receptacle
  - 30-771 1-1/2"
  - 30-772 2-1/2"
  - 30-773 3-1/2"

- 30-770 Nylon Receptacle

SILENT DOOR HOLDER

- 760364 Rubber Socket
- 760365 Steel Retainer Only
- Steel Plungers (add 3/8" for overall length)

Stock No. Plunger Length
30-762 1-1/4"
30-763 1-3/4"
30-764 2-1/4"
30-765 2-3/4"

Aluminum Door Holders Eliminate Rust

- 30-799 - 2-3/4" Aluminum Plunger
- 30-795 NEW Aluminum Retainer with rubber socket

TUBULAR STEEL GRAB HANDLE

- 27-524 Chrome Finish

1/2" ALUMINUM or STEEL ROD GRAB HANDLE

- 27-521 Steel handle with chrome plating
- 27-522 Aluminum handle with plain finish

HEAVY DUTY DIE CAST HANDLE

- 27-526 Chrome Handle

SOLID ALUMINUM GRAB HANDLE

- 27-525 Aluminum Handle
- 27-528 Aluminum Handle

All manufacturers' names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
SINGLE BOLT PADDLE LATCHES

LARGE STYLE - REPLACES STAHL PADDLE LATCH

Overall Dim: 5-1/4" x 6-1/2"
Hole size: 4-1/4" x 5-1/2"

4960Z - Paddle style latch with cylinder and key, zinc

23-005 Locking - Rustproof Steel
23-255 Non-Locking - Rustproof Steel
23-075 Non-Locking - Zinc Coated Steel
23-010 Locking - Stainless Steel
23-260 Non-Locking - Stainless Steel

STANDARD SIZE - SINGLE POINT LATCHES

Overall Dim: 4-1/4" x 5-1/2"
Hole Size: 3-3/8" x 4-5/8"

23-098 Cylinder & key with bent cam

4901-51 Cylinder & key with straight cam

JUNIOR SIZE - SINGLE POINT LATCHES

Overall Dim: 3-5/8" x 4-11/16"
Hole Size: 2-3/4" x 3-3/4"

23-015 Locking - Rustproof Steel
23-265 Non-Locking - Rustproof Steel
23-020 Locking - Stainless Steel
23-270 Non-Locking - Stainless Steel
23-086 Cylinder and Key for all Junior Size Latches

Single Point “T” Handle Latch

Overall Dim: 4-3/4" x 4-7/8"
Hole size: 3-1/8" x 3-3/4" plus cylinder

8400Z - “T” Handle Latch Single point lock with adjustable latch for varied door thickness. Zinc plated.
8400-61 Replacement Cylinder and key for 8400Z
15-621 Replacement cylinder & Key for old style 8004Z
4874 Gasket only

ROTARY LATCHES

ROTOR LATCH

Overall Dim: 4-1/4" x 5-1/2"
Hole Size: 3-1/4" x 4-1/2"

23-150 - Rotary Latch, Polished Stainless Steel. Includes cylinder and key.

SINGLE ROTARY COMPARTMENT LATCH

4-1/2" x 5-1/2" w/1/2" flange

10330-35 - Rotary Compartment Latch with primary and secondary latching positions. Includes cylinder and key. Zinc plated. Use strike bolt 70-100.
70-100 Striker Bolt Zinc plated and heat treated to comply with SAE grade 8 specification.

2-POINT DEAD BOLT “T” HANDLE

Overall Dim: 4-7/8" x 4-3/4"
Hole Size: 3-3/4" x 3" plus cylinder.

4876 Turn style “T” Handle, Center only, Zinc
4876SS Turn Style “T” Handle, Center only, Stainless Steel
4880 Turn style “T” Handle complete assembly, Zinc includes: center, 48" x 5/16" dia. rods (cut to length), (2) rod guides.
4880-SS Same as 4880 except Stainless Steel
4874 Gasket only
99-561 Slam Latch

“D” RING 2-POINT LOCK

2102-L Polished Stainless Steel “D” Ring Lock, 2-Point Lock. 2 Rods included

ROD CONTROLLED PADDLE LATCH

Overall Dim: 5-3/4" x 4-3/4"
Hole size: 3-3/8" x 4-1/2"

23-175 - Rod controlled paddle latch, center only, Stainless Steel. This paddle latch accepts rods or cables.

COMPARTMENT DOOR HINGE

LATCH CAM

Dim: 2-1/4"L x 19/32"W with 3/8" hole

243RH - Universal Compartment Hinge, Aluminum

25-175 - Latch Cam with set screw. Fits 5/16" square shaft. Overall length: 2-3/4".
ALL THE HARDWARE NEEDED TO ASSEMBLE A BULKHEAD IN YOUR STEP VAN

Bulk Head Wall Between Cab and Cargo Area

Bulk Head Door (Wood for door not provided)
Choose either 1/2" or 3/4" Plywood and attach the hardware shown to build a bulk head door.

Locking Door handle option. See hardware on the following page.

Mill Supply only carries the hardware, you are responsible for the material for the wall and door.

Universal Unsecure Bulkhead Door Parts List
This list of parts is for installing a non-locking 3/4" plywood bulkhead door.

<table>
<thead>
<tr>
<th>Qty</th>
<th>Part No.</th>
<th>Desc</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>29-800</td>
<td>Upper Track</td>
</tr>
<tr>
<td>8</td>
<td>ST-34</td>
<td>Mounting Stud</td>
</tr>
<tr>
<td>1</td>
<td>1101330</td>
<td>26&quot; Upper door hanger</td>
</tr>
<tr>
<td>1</td>
<td>29-105</td>
<td>Lower Wearstrip</td>
</tr>
<tr>
<td>1</td>
<td>29-125</td>
<td>Lower Floor Track</td>
</tr>
<tr>
<td>2</td>
<td>760364</td>
<td>Bumper</td>
</tr>
<tr>
<td>2</td>
<td>29-647</td>
<td>Strike</td>
</tr>
<tr>
<td>1</td>
<td>24-368</td>
<td>Finger Pull Latch</td>
</tr>
</tbody>
</table>

Universal Secure Bulkhead Door Parts List
This list of parts is for installing a medium secure locking 3/4" plywood bulkhead door.

<table>
<thead>
<tr>
<th>Qty</th>
<th>Part No.</th>
<th>Desc</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>29-800</td>
<td>Upper Track</td>
</tr>
<tr>
<td>8</td>
<td>ST-34</td>
<td>Mounting Stud</td>
</tr>
<tr>
<td>1</td>
<td>1101330</td>
<td>26&quot; Upper door hanger</td>
</tr>
<tr>
<td>1</td>
<td>29-105</td>
<td>Lower Wearstrip</td>
</tr>
<tr>
<td>1</td>
<td>29-125</td>
<td>Lower Floor Track</td>
</tr>
<tr>
<td>2</td>
<td>760364</td>
<td>Bumper</td>
</tr>
<tr>
<td>1</td>
<td>25-130</td>
<td>Inside Handle</td>
</tr>
<tr>
<td>1</td>
<td>25-116</td>
<td>Locking Handle</td>
</tr>
<tr>
<td>1</td>
<td>56965</td>
<td>Latch Mechanism</td>
</tr>
<tr>
<td>2</td>
<td>29-633</td>
<td>Strike</td>
</tr>
</tbody>
</table>

Universal Very Secure Bulkhead Door Parts List
This list of parts is for installing a locking high secure 3/4" plywood bulkhead door.

<table>
<thead>
<tr>
<th>Qty</th>
<th>Part No.</th>
<th>Desc</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>29-800</td>
<td>Upper Track</td>
</tr>
<tr>
<td>8</td>
<td>ST-34</td>
<td>Mounting Stud</td>
</tr>
<tr>
<td>1</td>
<td>1101330</td>
<td>26&quot; Upper door hanger</td>
</tr>
<tr>
<td>1</td>
<td>29-105</td>
<td>Lower Wearstrip</td>
</tr>
<tr>
<td>1</td>
<td>29-125</td>
<td>Lower Floor Track</td>
</tr>
<tr>
<td>2</td>
<td>760364</td>
<td>Bumper</td>
</tr>
<tr>
<td>1</td>
<td>29-730</td>
<td>Cylinder Housing</td>
</tr>
<tr>
<td>1</td>
<td>29-709</td>
<td>Cylinder Core &amp; Keys</td>
</tr>
<tr>
<td>1</td>
<td>22-201</td>
<td>Latch Mechanism</td>
</tr>
<tr>
<td>1</td>
<td>29-633</td>
<td>Strike</td>
</tr>
<tr>
<td>1</td>
<td>27-526</td>
<td>Chrome Handle</td>
</tr>
<tr>
<td>1</td>
<td>24-368</td>
<td>Tapered Finger Bolt</td>
</tr>
<tr>
<td>1</td>
<td>29-647</td>
<td>Upper Strike</td>
</tr>
</tbody>
</table>

All manufacturers' names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.
TRACKS, HANGERS & WEARSTRIPS

1. 29-800 — 84" Sliding door track
2. ST-34 — 1/4" Mounting Stud for track. 8 Needed.
3A. 29-3612 — 1/2" Door hanger. 36" Long.
3A. 29-3634 — 3/4" Door hanger. 36" Long.
3B. .1-01330 — 28" Offset hanger
3C. 29-2510 — 25-3/8" Door hanger, popular on Utilimaster
4. 29-129 — 33-1/2" 'H' Shaped door guide, used on Cintas
5. 29-105 — 2" x 1/4" x 36" Nylon wearstrip for aluminum doors
6A. M-1114 — 30" Metal door guide for 3/4" wood doors
6B. 29-103 — 24-1/2" Door guide w/alum. edge for 1/2" wood doors
7. 29-125 — Nylon lower door track. 51.5" Long
8. 29-130 — Aluminum solid 'Hat' shaped lower track, 60" Long
9. 29-131 — Nylon guides for 29-130, sold each

Strikes & Stops

10. 29-647 — Bulkhead upper door strike, universal
11. 29-601 — Bulkhead upper door strike
12. 29-602 — Bulkhead upper door strike
13. 29-635 — Bulkhead door strike for Utilimaster
14. 29-633 — Bulkhead door strike
15. 29-631 — Bulkhead door strike
16. M-1623 — Bulkhead door strike for Utilimaster
17. 29-659 — Bulkhead door strike for Utilimaster
18. 760364 — Rubber door stop

19. 29-617 — Strike for Utilimaster

20. K-4000 — Door latch
21. K-4002 — Door latch with web handle
22. K-4001 — Chrome handle, 3/8" x 1-15/16" shaft
23. 25-116 — Looking handle with turn cylinder
24. 56965 — Sliding door latch
25. 25-130 — Inside handle
26. 120-S — Latch bolt with "Side Slam" action. Includes bottom bolt for chain
27. 24-366 — Latch bolt used with rod or chain
28. 24-368 — Finger pull latch bolt
29. 97-443-P — 1/4"-20 x 1" L Oval head screw
30. M-1606-P — 1/4"-20 Nylon lock nut
31. 22-201 — Steel latch mechanism with brass catch
32. 29-715 — Brass cylinder housing
33. 29-730 — Flat head style brass cylinder housing
34. 29-709 — One cylinder core with 1 install key & 2 operator keys
35. 29-713 — Two cylinder cores with 1 install key & 4 operator keys
36. 29-708 — Key blank

Remote Lock/Unlock

37. 36-991 — Solenoid for remote lock/unlock
38. 29-617 — Strike for bulkhead door with solenoid

All manufacturers' names, numbers, and descriptions are used for reference purposes only. It is not implied that any part listed is the product of the original manufacturers or approved by any of these manufacturers.